
WPG-360
WIRELESS  PRESENTATION 
GATEWAY

Set Your Presentations Free
ViewSonic’s new WPG-360 Wireless Presentation Gateway 

lets you wirelessly connect to any projector or display with an 

available VGA output. Provides for data and video streaming 

up to 1024x768, with full 802.11b/g/n high speed wireless 

support. Support for up to four presenters with Quad split screen 

or broadcast to multiple devices simultaneously. Features WPS 

(WiFi protected setup) for easy access.

WiFi protection setup (WPS) for secure configuration

Supports resolutions up to 1024x768 and full-motion video up to 720p

Presentation remote for total conference control 

Equipped with VGA pass-through for an extra display
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Plug the WPG-360 gateway into  
 the projector or your display

Wirelessly connect to the gateway

Present your content
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Easy to use:

FLASH MEMORY	 16MB
SDRAM MEMORY	 64MB
WIRELESS CONNECTIVITY	 802.11b/g/n
CONNECTORS	 RGB-in,	RGB-out	,	3.5mm	stereo	jack,	RJ-45,	dual	antenna,		
	 DC-in	(12V),	IR	3.5mm,	USB	Type	A	for	mouse	control,		
	 Mini	Type	B	for	USB	display	(Display	Link)
SUPPORTED OS	 Windows	7,	Windows	XP,	Vista	(32/64	bit)
CONTENTS	 WPG-360,	AC	adapter,	remote	control	with	batteries,		
	 IR	cable,	RGB	Cable	(DB-15),	Quick	Start	Guide,		
	 ViewSonic	Wizard	CD		 	
NET WEIGHT	 0.5	lb.	(0.22	kg)
GROSS WEIGHT	 1.81	lb.	(0.8	kg)
DIMENSIONS (W x H x D)	 5.25"	x	3.6"	x	1.2"	
REGULATIONS	 FCC-B,	UL,	CE,	C-TICK,	RoHS,	WEEE,	NOM
WARRANTY	 One	year	limited	parts	and	labor

The WPG-360 fits easily in the palm of
your hand but transforms any VGA display  

into a powerful presentation tool.

ViewSonic Corporation’s QMS & EMS have been registered 
to ISO 9001 & ISO 14001, respectively, by TUV NORD.


